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1 Overview

DDSU71: with one 100 A/40 mA current transformer (CT)

Dimensions1.1

Specifications on the front panel Nameplate

Appearance1.2
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Key Specifications1.3

Port Definition1.4

Category DDSU71

Nominal voltage and frequency 230 V AC, 50 Hz/60 Hz

Current measurement range 0–100 A

Voltage measurement range 176–288 VAC; extended range: 0.7–1.3 Un

Electricity metering accuracy Class 1 (accuracy ±1%)

Power grid system Single-phase two-wire

Baud rate 4800/9600/19200/115200 bps (default: 9600 bps)

Operating temperature range –25°C to +60°C

Installation mode Guide rail-mounted

Certification CE, RCM, UKCA

• Input voltage: 230 V 
• Input current: CT, 100 A/40 mA
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2 Installing the DDSU71

1. Install the Smart Power 
Sensor on the DIN 35 mm 
standard guide rail.

2. Press the Smart Power 
Sensor downwards onto 
the guide rail, and then 
push it in place along the 
guide rail.

3 Installing Cables
3.1 Required Cables

Cable Port Type Conductor 
Cross-

sectional 
Area

Outer 
Diameter

Source

AC  power
cable

L-3
Two-core (L 

and N) 
outdoor 

copper cable

4-6 mm2 10-21 mm Prepared by 
the customer

N-4

CT cable

I*-5 / / /
Provided by 

the 
manufacturer

I-6 / / /

Comm. 
cable

RS485A-24 Two-core 
outdoor 
shielded 

twisted pair 
cable

0.25-1 mm2 4-11 mm
Provided by 

the 
manufacturer

RS485B-25
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The CT direction must be consistent with the arrow direction as shown in the figure above.
The maximum torque of 3 and 4 terminal screws is 1.7 N·m, and the recommended torque is 
(1.0±0.1) N·m. The maximum torque of 5, 6, 24, and 25 terminal screws is 0.4 N·m, and the 
recommended torque is (0.20±0.05) N·m. Ensure that the CT is fastened properly and the cross-
section is clean to avoid deviation.

1. Connect the L and N voltage lines to the 3 and 4 terminals of the Smart Power Sensor.
2. Connect CT outlets I* and I to terminals 5 and 6 of the Smart Power Sensor.
3. Use the communication cable to connect RS485A and RS485B to the communication host.

3.2 Wiring Diagram
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No. Display Interface Description No. Display Interface Description

1
Imp. active 

energy = 1.20 
kWh

2
Exp. active 

energy = 1.00 
kWh

3
Active power 
= 1.100 kW

4
Voltage = 220.0 

V

5
Current 

= 5.000 A
6 Freq. = 50.00 Hz

Display (Auto Loop) 4.1

4 Display and Parameter Settings

If no button is not pressed within 60 seconds, the LCD will turn off. Auto loop switch time = 5s.

Display (Switch by Button " ▶ ") 4.2

Comb. active energy = Imp. active energy - Exp. active energy

No. Display Interface Description No. Display Interface Description

1
Comb. active 
energy = 0.20 

kWh
2

Imp. active 
energy = 1.20 

kWh

3
Exp. active 

energy = 1.00 
kWh

4

No parity,
1 stop bit,

baud rate = 
9600 bps

5
Comm. 

address = 
011

6
Voltage = 220.0 

V

7
Current

= 5.000 A
8

Active power = 
1.100 kW

9
Power factor

= 1.000
10 Freq. = 50.00 Hz
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The communication address and baud rate can be set for the Smart Power Sensor by operating 
the button: Long press the button for 3s and then release it. The Smart Power Sensor 
automatically displays the setting interface of the communication address. The setting & display 
interfaces of the baud rate and communication address are circularly displayed. Press the button 
once to set the baud rate or communication address. If the button is not operated for 20s, the 
Smart Power Sensor will exit the setting interface of the communication address or baud rate. 

Parameter Settings4.3

Setting the Communication Address

Setting the Baud Rate

The communication parameters have been configured for the Smart Power Sensor before delivery. 
If the communication is abnormal, check and set parameters.
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Symptom Cause Analysis Troubleshooting Method

No display 
after 
power-on

1. The cable connection is incorrect.
2. The voltage supplied to the meter 

is abnormal.

1. Connect the cables correctly (see the 
wiring diagram).

2. Supply the correct voltage based on the 
specifications. 

Abnormal 
RS485 
communic
ation

1. The RS485 communication cable 
is disconnected, short-circuited, or 
reversely connected. 

2. The communication address, 
baud rate, data bit, and parity bit 
of the Smart Power Sensor do not 
match those of the 
communication host.

1. If the communication cable is faulty, 
reconnect or replace it.

2. Set the communication address, baud 
rate, data bit, and parity bit of the 
Smart Power Sensor to be the same as 
those of the communication host by 
pressing the button. For details, see 
"Parameter Settings".

Inaccurate 
metering

1. The cable connection is incorrect. 
Check whether the corresponding 
phase sequence of voltage and 
current is correct. 

2. Check whether the high and low 
ends of the CT inlets are reversely 
connected. If the value is
negative, the high and low ends 
are connected incorrectly.

1. Connect the cables correctly (see the 
wiring diagram).

2. If a negative value is displayed, change 
the cable connection for the CT to 
ensure that the high and low ends are 
connected correctly.

5 Troubleshooting

1. Check that all mounting brackets are securely installed and all screws are tightened.
2. Check that all cables are reliably connected in correct polarity without a short circuit.

6 Installation Verification




